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System Requirements for the SmartMsg Radio Client Software 
Codespear recommends running the Radio Client software on the same machine as the SmartMsg 
Server software.  Therefore, all system requirements for the SmartMsg Server will also apply to the 
SmartMsg Radio Client software. 
Requirements may change if the computer is used for additional functions (such as other applications, 
etc.) 
 
Minimum Recommended Guidelines 
Operating System: Windows 2000 Pro, Windows XP, Windows 2000 Server or Windows 2003 
Server 
Processor: 2.4 GHz Pentium IV or greater (Codespear does not recommend Celeron processors) 
Memory: 256 MB 
Free Hard Drive Space: 50 MB 
Sound Card: Basic Vendor supplied sound card 
Video Card: Basic Vendor supplied video card 
Network Card: Basic Vendor supplied network card 
USB Cable: 2.0 
 
Preferred Recommended Guidelines 
Operating System: Windows 2000 Pro, Windows XP, Windows 2000 Server or Windows 2003 
Server 
Processor: Intel Dual Core 1.8+ GHz (Codespear does not recommend Celeron processors) 
Memory: 512 MB 
Free Hard Drive Space: 100 MB 
Sound Card: Basic Vendor supplied sound card 
Video Card: Basic Vendor supplied video card 
Network Card: Hi-Speed Connectivity Card (100Mbps/Aircard/WiFi, etc.) 
USB Cable: 2.0 or greater 
 
 


